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METHOD FOR ATTAINING A PREDETERMINED 
CLAMPING FORCE IN THREADED JOINTS through the 
employment of a plurality of equations and graphs converted 
into digital data and applied to a system of intelligent moni 
toring, being part of a computer program or speci?c software 
dedicated to operate manual or automatic spindle machines, 
the needed parameters being measured at the axle of the 
equipment connected to the Wrench that acts over a threaded 
fastener, such as a bolt, nuts or equivalent element during the 
fastening operation, the acquisition of the data for calculation 
and utilization the variable “torsion angle” 0, 0t and 0;" 
occurring in real time during the operation of pretightening 
untightening and retightening performed by the spindle, said 
“torsion angle” 0, 0 t and 0;" being extracted from parameters 
of torque and displacement necessary to obtain the clamping 
force of the jointed parts (plates and fastener) that are acting 
cooperatively during the tightening operation, said torsion 
angle 0, 0 t and 0 t' taking into consideration many geometrical 
features of the threaded elements as Well as their shearing 
modulus. 
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Fig. 1 
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Fig. 2 
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METHOD FOR ATTAINING A 
PREDETERMINED CLAMPING FORCE IN 

THREADED JOINTS 

FIELD OF THE INVENTION 

[0001] The present invention refers to a method applied in 
automatic or manual spindles provided With means of mea 
suring in real time the torque and the angle of displacement in 
association to the angles of torsion in order to determine the 
parameters that alloW the tightening each threaded fastener to 
a predetermined clamp load, both in the elastic Zone and in the 
plastic Zone of the stress-strain curve during the initial opera 
tion of pretighten untighten and retighten on elastic Zone of 
the threaded fastener from type bolts, nuts or internal counter 
thread in blind hole or through hole and correlatives seeking 
to obtain parameters that alloW to tighten threaded fastener 
With its tensile force predetermined, through by torque or 
angle control on elastic or plastic Zone; ditto method seeks, 
particularly, to be applied in conventional equipments of 
tightening, once that it obtains information that Will be uti 
liZed for the ?nal tighten of the threaded fastener reaching a 
prechosen force, on elastic and plastic Zone by controlling of 
the torque or angle, alloWing in this Way, that any siZe of the 
threaded fastener lot’s, feW set of ten pieces to millions of 
units to be tightened on continuous assembly line have its 
?nal tighten individually determined through from individu 
als characteristics obtained during each individual operation 
of tightening (pretighten, untighten and retighten) alloWing 
that the ?nal tighten reaches a predetermined clamp load With 
high precision as on elastic Zone as on plastic Zone. 

BACKGROUND OF THE INVENTION 

[0002] NoWadays productivity and quality are key Words to 
those Who Want to be competitive. To reach this aim, it is 
necessary to rationaliZe and control the production systems. 
[0003] Many are the industrial segments that employ 
manual or automatic equipments for tightening fasteners in 
assembly lines, such as for example the ones used by auto 
motive industry, mainly in the assembly of the front axle, rear 
axle and other components as engine, gear box and so forth. 

[0004] Special and dedicated equipments for laboratory 
measurements are also knoWn, said equipments measuring 
axial force, applied torque, head/ nut torque, threaded torque, 
rotation angle and linear elongation. Such information can be 
used in quality control as Well as in research and development 
related to fasteners and bolted joints. 

[0005] HoWever, the data and parameters resulting from 
these laboratory measurements refer to the average features 
of a randomly chosen sample of a limited quantity of items, 
selected from a universe of thousands or even millions of 
parts. Therefore, the resulting clamping forces in the real 
World assembly lines may shoW a substantial scattering of 
values, due to the fact that the individual characteristics of the 
fasteners have not been taken into consideration. In other 
Words, the information obtained in laboratory tests does not 
guarantee that every threaded fastener Will have the same 
characteristics that could result in high precision tightening 
operations. 
[0006] The existing equipments used to tighten threaded 
fasteners are capable of “plotting” electronically the torque/ 
angle relationship in real time, i.e. said angle comprising the 
rotation of the bolt or nut referred to a ?xed point. 
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[0007] Said torque/angle relationship can be related to the 
clamping force, When the thread pitch and the resilience of the 
joint components (bolt, stud or nut as Well as the plates being 
joined) are taken into consideration proportionality of this 
angle in relationship to the clamp load of tightening happens 
in function of the thread pitch and the fastener resilience (bolt, 
stud,) as Well in function of the resilience of the plates that are 
being tightened. The formula (1), beloW, expresses this phe 
nomenon in mathematical form: 

360 (1) 
a = _(6, + 6pm, 

p 

[0008] Where: 
[0009] (FFastener rotation angle 
[001 0] 6S:Fastener resilience 
[0011] BPITightened plates resilience (Joint’s resilience) 
[0012] pIThread pitch 
[0013] F MIAssembly force 
[0014] For a better understanding it is said that the param 
eters of the clamping load takes into account the thread pitch 
and the fastener resilience and the plates, i.e., there is a rela 
tionship of proportionality betWeen the angle of displacement 
of the head of the bolt or nut and the clamping force. 
[0015] There have been several documents that use the 
above mentioned relationships for the execution of threaded 
joints. The following ones are the most representative of the 
usual knoWn methods. 
[0016] US. Pat. No. 4,375,121 (Sigmund, J. A.), issued 
May 1, 1983, named Dynamic friction indicator and tighten 
ing system usable thereWith discloses a system for determin 
ing the friction coe?icient of a threaded joint assembly, an 
apparatus for tightening a threaded j oint assembly to a desired 
preload, a method of determining the friction coe?icient of a 
threaded joint assembly and a method of tightening a joint 
assembly. 
[0017] The method starts With the determination of the 
“tension rate” TR of the assembly, Which is calculated by 
means of the formula 

TR:(PE_PL)/(eE_eL) (I) 

[0018] Where 
[0019] PL is the established induced load (preload) at an 
angle BL; 
[0020] PE is the induced load at an angle GE. 
[0021] Following, the slope M of the linear portion of the 
tightening curve (torque><angle) is calculated using the 
expression 

MIdT/d? (n) 

[0022] This slope is then used to calculate the “coef?cient 
of friction” C 1 of the joint assembly by means of the formula 

Cl:M/[d(TR)] (III) 

[0023] Where d is the pitch diameter of the fastener. 
[0024] Finally, the ?nal torque T F necessary to produce the 
desired preload P D is calculated using the formula 

TF:cld(PE_PL)+TL (IV) 

[0025] It should be remarked that P E is de?ned in this docu 
ment as “the induced load at some point less than the elastic 
limit of the joint assembly (not shoWn)”. As such, it is a 
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preload value Which cannot be measured directly With the 
apparatus shown in FIG. 2 of said patent document. 
[0026] Moreover, the formulae used in this reference do not 
take into consideration the elasticity values of the joint and of 
the fastener. The method described in this document does not 
include any control or checking steps. 
[0027] Us. Pat. No. 5,284,217 (Eshghi, S.), issued Feb. 8, 
1994, named Apparatus for tightening threaded fasteners 
based upon a predetermined torque-angle speci?cation Win 
doW title refers to an “apparatus”, hoWever the object 
described in this patent consists of a method, because said 
apparatus had already been described in previous documents 
D1 and D2. 
[0028] This reference describes a method to tighten a fas 
tener to any desired proportion of the Way through a torque 
angle WindoW de?ned by loW and high angle limits and loW 
and high torque limits. 
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[0029] The slope of the torque><angle curve for each joint 
assembly is calculated based on measurements carried out 
during the tightening operation and before reaching the loWer 
limit of said WindoW. After said slope becomes knoWn, a 
target point is calculated along a projection of this curve, 
preferably halfWay through said WindoW. The target point can 
be de?ned either in terms of an angle or in terms of a torque 
value. 

[0030] The document shoWs an example of the results of 
the method, in Which 54 threaded joints Were tightened to a 
preload beloW the 50.62 kN elastic limit of the 3/s"><2.4" bolts, 
said preload being 30 kN minimum and 45 kN maximum. 

[0031] The histogram of the results of the method, plotted 
from the preload values given in Table l in columns 24 and 25 
of the document, is shoWn beloW. 
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[0032] Average preload is 39,151 kN and standard devia 
tion is 5,518 kN, Which equals approximately 14% of said 
average. 
[0033] From these results, it is evident that the method 
described in this patent document cannot be considered a 
“high-precision” process. 

BRIEF DESCRIPTION OF THE INVENTION 

[0034] It is, therefore, the object of the present invention to 
present a method to be applied as an integral part of a com 
puter program that operates manual or automatically the con 
ventional spindle machines. This method uses the results of 
the researches already existing in conventional tightening 
equipments, extracting from them fundamental information 
for the ?nal high precision tightening of each individual 
threaded element, improving considerably the quality of the 
automated assembly processes in several industrial ?elds. 
[0035] The process of the present invention is based on the 
use of the “torsion angle” produced by tightening momentum 
(tightening torque) necessary to obtain the clamp load of the 
joint’s plates. Said “torsion angle” is generated due to the 
reaction that the threaded fastener exercises for a clamping 
force to be reached. 
[0036] As is knoWn, this reaction is overcome through a 
torque that is applied by the Wrench comprised in the tight 
ening equipment, either driven by hand or by an electric or 
pneumatic motor. 
[0037] This torsion angle resulting in the axle that connects 
the equipment to the socket (Wrench that is connected to the 
fastener) is a function of the geometrical characteristics of the 
elements comprised in the assembly and also by shearing 
modulus of these elements, including the axle. 
[0038] Therefore, the method presented here is based on the 
analysis of torque><angle curves that Will be plotted in real 
time during the tightening process of each individual threaded 
element. 
[0039] While not being reported by the technical literature, 
included in this angle of displacement there is a torsion angle 
that is the result of the torsion to Which the components are 
submitted due to the momentum needed for attaining a clamp 
load as can be seen on equation number (2), beloW: 

[0040] In addition, is Worth remembering that at the 
moment the torque stops, the angle of torsion expressed 
through equation (2) and applied on the plates, axle, and 
sockets is relieved. 
[0041] Therefore, by equations (1) and (2) it is observed 
that the attainment of the clamp load, that is the fundamental 
aim of any tightening process, results from an applied Wrench 
torque, Whose presence is unavoidable. 
[0042] As it is seen by analysis of the equations (1) and (2), 
to reach the clamp load during the tightening of a threaded 
element an angle 0t and a torque M A are generated. This angle 
0t has to be added to an angle of torsion 6 resulting from the 
fastener torsion and torsion plate, axle, socket; in possession 
of these parameters and according to the present method, 
during the act of preti ghtening, untightening and retightening 
that the conventional equipment executes, is possible to get 
precise parameters that alloW to reach a predetermined clamp 
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load for the ?nal tightening in the elastic or plastic Zone, by 
control of the torque or of the displacement angle. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0043] The advantages and features of the present invention 
Will be better understood through the description of an exem 
plary non-limiting embodiment of the invention and the 
attached draWings in Which: 
[0044] FIG. 1 depicts a plot 1 Where besides the momentum 
M A We can see the angle 0t in Which the torsion angle 6 
described on equation number 3 is included. 
[0045] FIG. 2 is a graphic representation of the sequence of 
the processes of preti ghtening, untightening and retightening, 
Where it is seen the untightenig torque in the opposite direc 
tion of the tightening torque, alloWing to observe that in this 
interval there is an angular variation Without the clamp load 
being changed, observing also that the only angle that has 
changed is the torsion angle Which can be measured in the 
referred graphic 2; 
[0046] FIG. 3 depicts graph 3 Where it can be seen the 
proportionality betWeen the part of St and e?which are, effec 
tively, the torsion angle of the threaded fastener; and 
[0047] FIG. 4 shoWs graph 4 Which is an alterantive repre 
sentation of graph 3 shoWing the stopping point for obtaining 
a previously chosen clamping force, either by torque M AF, or 
by the displacement angle (xF. 

DETAILED DESCRIPTION OF THE INVENTION 

[0048] According to the illustrations and to the equations 
presented hereinafter, the present invention concerns a neW 
method specially developed to be applied as an integral part of 
a softWare program that runs conventional spindle machines, 
either manual or automatic, It employs the features already 
existing on conventional tightening equipment extracting 
from them, in real time, the fundamental parameters for the 
?nal tightening of each threaded element, (bolt, nut and 
related elements) 
[0049] According to the present invention the method in 
question utiliZes the variable “torsion angle” 0 obtained on 
the operation of pretighteningiuntighteningiretightening 
performed by the spindle, the above mentioned “TORSION 
ANGLE” 6 being extracted from parameters of torque and 
displacement angle necessary for reaching the clamp load to 
joint the parts (fastener and plates) that are acting over each 
mentioned threaded fastener, in the moment of its clamping; 
said torsion angle 6 takes into consideration many geometri 
cal characteristics of these mentioned threaded elements used 
in assembly line and also the shearing modulus of those 
elements. 
[0050] The method that Will be described uses a series of 
equations and proceedings that Will be, When applied, con 
verted into digital data for readings and operation of a soft 
Ware alloWing the acquisition and monitoring of the param 
eter “torque angle 6” of all threaded elements, individually 
and sequentially, Without any interruption or failure of read 
ings in association to the torque angle of displacement. 
[0051] Considering again the equation (1) it can be seen 
that the torsion angle 6 is not plainly expressed, hoWever as 
the spindle equipment measures simultaneously the torsion 
angle concomitantly and the angle of displacement, equation 
(1) canbe Written correctly by adding the torsion angle 6, With 
the folloWing observation: the angle 0t measured in the instru 
ment comprises the angle 0t as expressed in equation (1) plus 
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an angle of torsion 6 Which results from by the momentum 
needed to attain the angular displacement 0t. Therefore, equa 
tion (1) can be rewritten as folloWs: 

[0052] Where: 
[0053] 6 IIThreaded fastener torsion angle 
[0054] 62:Torsion plate angle, axle, etc 
[0055] The torsion angle 61 in equation (1) is the torsion 
angle generated by the torsion of the threaded fastener by a 
torsion momentum of folloWing magnitude: 

[0056] The torsion angle 6 is the sum of the torsion under 
gone by the threaded fasteners to Which momentum MGA 
(equation 4) is applied, plus the torsion angle resulting from 
the application of the torque expressed by equation (2) upon 
the joined plates as Well as the axle and Wrench that transmit 
the momentum de?ned by the above equation. 
[0057] Therefore, the torsion angle 6 represents the torsion 
angle of the threaded fastener When its body undergoes the 
torsion of the equation (4) plus the torsion angle of the joined 
plates and axle, to Which the torque expressed by equation (2) 
is applied. 
[0058] Consequently, the present invention’s inventive 
concept consists in measuring the magnitude of the individual 
torque expressed by equation (2), using the torsion angle and 
also, using said torsion angle, to measure the clamp load and 
the thread friction coef?cient. The values found in these mea 
surements Will be the parameters that determine the torque 
and the angle of displacement needed for the ?nal tightening 
stage that results in the previously speci?ed clamp force, 
either in the elastic or in the plastic Zone. 

[0059] Therefore equation (2) it can be reWritten in the 
folloWing Way: 

[0060] Where the various components on the right side are 
de?ned as folloWs: 

FM-O,l6-P=M1 FM'd2'l4c'0,53=M2 (7) 

d 8 
FM ' % ‘MK = M3 ( ) 

[0061] So that equation (5) can be rewritten as: 

MA :M1+M2+M3 (9) 

[0062] In the expressions (5), (6), (7) and (8): 
[0063] [LGIFriction coe?icient in internal and external 
thread interaction 
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[0064] uK:Friction coe?icient on contact surfaces of head/ 
nut against the joined plates 

dKM . . . 
— : Friction radius 

M A : Tightening torque 

[0065] When reaching the stop point during the tightening 
operation, as illustrated on graphic number 1 (FIG. 1), a 
precisely determined torque value Will be reached. This 
torque is equal at M A, hoWever We do not knoW Which are the 
partial torques Ml,M2,M3, Which cannot be individually 
determined by the conventional processes. 
[0066] To alloW the separation of these partial torque com 
ponents M 1 , M2, M3, as Well as other ones, the present method 
uses the torsion angle, folloWing the procedure depicted on 
FIG. 2. As shoWn, after reaching the maximum tightening 
point of the threaded element a controlled untightening step is 
performed, in Which the clamping force is not fully relieved, 
folloWing a retightening step in Which neW torque limits can 
be arrived at. 
[0067] The torque value to be reached before untightening 
is given by equation number (10): 

[0068] Upon reaching the point Where the clamp load starts 
to diminish, torque M A‘ also begins to decrease until the point 
Where a neW stop point is reached, in Which FMis smaller than 
the previous maximum value although bigger than 0 (Zero). 
At this point the torque Will be: 

[0069] At this point M A", the equipment tightens again the 
threaded element clamp until the point Where force FM‘ starts 
to increase, Which corresponds to another control point. 
[0070] The torque to be found at this point Will be: 

[0071] Therefore, graph number (1) shoWs, besides 
momentum M A the angle 0t de?ned on equation number (3). 
[0072] On graph 2 (FIG. 2) it can be seen that When the 
process is interrupted (rest condition) the torsion angle to 
Which the set, plates and axle Were submitted disappears. 
[0073] When an untightening torque begins in the opposite 
direction, the torsion angle of the threaded fastener is dis 
tended and a neW torsion angle is generated on the compo 
nents. Returning to equation (1) it is seen that the angle of 
displacement 0t is produced as a function of the variation of 
the clamping force. 
[0074] In this interval there is an angular variation but the 
clamping force did not change; the only angle that has 
changed by distention or by torsion Was the torsion angle, 
Which can be measured on graphic (2). 
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[0075] The torsion angle is due to the torque applied to the 
fastener that promoted the growth of PM from Zero reaching 
the maximum and starting to decrease. The torque values 
included in this interval consist of the sum of the torques 
de?ned by equations (2) and (10). 
[0076] From the sum of said tWo equations results the 
torque that has produced the torsion in the bolt plus the torsion 
on the plates and axle, the torsion on the plates and axle 
resulting only from equation (10). 

[0077] So, the torque that originates the torsion angle mea 
sured on the X-X' axis in said graph and M [1* is: 

[0078] When M A* is reached, the torsion angle generated 
during the tightening process is distended and the anglei 
generated by the untightening torque until the clamping force 
begins to decreaseireaches its maximum. There Will be at 
this moment a torsion angle 0t that decreases according to the 
reduction of the clamping force, reaching Zero When the 
clamping force has vanished completely. 
[0079] However, as the clamping force reduction is inter 
rupted before it reaches Zero, at the point M A" there Will 
remain a torsion angle as a function of the torque at this point 
With the folloWing magnitude: 

[0080] It should be noticed that betWeen the points M A‘ and 
M A" there Was a reduction of the clamping force, so that an 
angle of displacement 0t Was produced. 
[0081] At the point M A", the retightening of the bolt starts 
again, and the Wrench rotation is reversed. During said 
retightening the plot goes through the M A'" torque value, 
Where the clamping force resumes its increase. 
[0082] BetWeen points MA" and MA'", the clamping force 
remained unchanged and therefore, no angle of displacement 
a Was produced. The only angles shoWn in the graph are the 
torsion angles. 
[0083] The torsion angle St‘ is a consequence of the addition 
of the torques M A" and M A'", therefore: 

[0084] Disregarding the components of the torsion angle 6 
originating from the plates and axle, Which are different by 
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action of M A, and M A H (these differences are insigni?cant) it 
can be said that the angles 6t and 6t‘ are proportional and that 
their slopes are equal, being the angular coe?icient of the 
straight line 

So, if We call 

MA MR (16) 
,11 = = 

0, 0; 

Or doing: 

0, (17) 
A = — 2 

We can state that: 

F 18 
M 2A2 ( ) 

FM 

[0085] An important aspect concerning the analysis of 
graph (2), is that the linearity betWeen the points in axis X, X‘ 
and of M A‘ betWeen the torque and the angle only occurs in the 
amplitude relationship of the torque that has generated the 
torsion angle. What can be said is that the angle St is function 
from the torque that has produced it and its magnitude is also 
related to the dimensional properties and resistance of the 
elements involved, the largest part of this angle being a con 
sequence of the torque undergone by the body of the threaded 
element, said torque being the torque necessary to overcome 
the friction on the thread and the required torque to generate 
the clamping force When the bolt is being tightened and the 
torque necessary to start the decrease of the clamping load. 

[0086] On the graph We cannot separate the St correspond 
ing to the bolt’s body from the other components due to the 
action of the overall torque, Which includes the torques to 
overcome the friction on head/ nut. Returning to equation (1 3) 
and analyZing it in greater depth, it can be seen that the 
component Sr of the torsion angle generated by the bolt Will be 
a function of its geometrical features of resistance and torques 
that effectively generate torsion on the threaded fastener’s 
body as folloWs: 

[0087] Therefore, the component of angle 6t due to the 
fastener clamping Will be the resultant from the torque of the 
equation (19). 



US 2008/0209707 A1 

[0088] The equation (20) follows the same reasoning line, 
and We Will have: 

MGf >FIZ-FM“(172116-05 s (20) 

[0089] Once more there is a proportionality betWeen the 
components of St and 6t‘ that are effectively the torsion angle 
of the threaded fastener. This proportionality Will be used on 
the analysis on Which the present patent application is based. 
[0090] A better example of the above can be seen on graph 
(3), Where: 

[0091] However: 
[0092] M A‘ as already seen, is de?ned by equation (10); 
[0093] MGA* is the torque that maintains the proportion 

ality betWeen the angle of torsion and the torque in the 
graph. So We can Write: 

[0094] Repeating the same reasoning betWeen the points 
de?ned by the X-X' axis until the point M A'", We can ?nd the 
expression that de?ned Mk", that is the torque Where the 
proportionality betWeen the torsion angle and the torque does 
not exist. 

[0095] By analysis of graph 3, it is therefore possible to ?nd 
the individual components of torque M A, seen on graphs (1), 
(2) and (3), using the principles that Will be explained in the 
folloWing lines. First, it must be remembered that torque M A 
is constituted of the torques anticipated in equations (6), (7) 
and (8) Where: 
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-continued 
dKM 

M3 = F M ' T ‘MK 

[0096] From the portion of the graph that shoWs a propor 
tionality in the region betWeen the X-X' axis and the torque 
M A‘ it is possible to extract the torque of proportionality that 
is 

[0097] Dividing by 2, results: 
M2:FM-d2-pG-0,58 (24) 

[0098] Analyzing the graphic (3), it can be observed that 
there is no Way of determining the value of M3. HoWever, 
associating the leg of the graph betWeen X-X' and M A‘ and 
betWeen X-X' and M A'", one Will ?nd M3, Which is Mk, using 
equations (22) and (23), but before it becomes necessary to 
correct the value of FM‘ used on equation (23), knoWing that: 

FM (25) 
m *2 
and 

0, (26) 
A = _ 

2 011 

[0099] One may compare, then, Mk‘ and Mk" in the same 
basis and then say that Mk can be found from equations (22) 
and (23) making FM'IFM by multiplication by k2 Which Will 
be taken from the graph. 

[0100] Considering that one can take MK‘ and M K‘ from the 
graph it becomes possible to obtain the value of MKIM3; 
returning to M A, one can Write: 

[0101] The thread’s friction coe?icient (MG) and the clamp 
ing force Will also be calculated by analyZing the angles of 
torsion 6t and Gt‘. 
[0102] The torsion tension is a function of the torsion 
momentum undergone by the body of threaded element and 
can be measured through the torsion angle 6 obtained from 
the graph shoWing the tightening by torque control><angle, 
When the values of torque and untightening angle are plotted. 
[0103] The measured torsion angle measured, although 
being contaminated by the torsion joint’s torsion Which for 
practical purposes can often be disregardedior, When higher 
precision is needed can be studied separatelyiis a conse 
quence of the momentum as expressed on equation (20): 
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[0104] Equation (30) shows the relationship between the 
torsion stress and the axial stress: 

T 2 - d 30 

H=d_32(£+1,155-#G) ( ) 

[0105] Where: 
[0106] 'FShear stress 
[0107] OM:AX1al stress 
[0108] dZIPitch thread diameter 
[0109] d3 :lntemal thread diameter 
[0110] Analyzing attentively the equation (30) it can be 
observed that the relation "c/oM is considered by a torque 
applied to the fastener’s body that grows as the clamping 
force grows, ie an input torque where the expression FM~0, 
16. p is positive. 
[0111] However, in the untightening graph the torsion 
angle 6, from which the stress '5 is derived, is an angle result 
ing from the addition of the input torque plus the output 
torque, therefore the resulting magnitude of '5 found will be 
the sum of "tens (torsion stress '58 referring to the input 
torque+"cs referring to the output torque). 

1:531: (31) 

[0112] One can, therefore, write the interrelations between 
":8 and "us and 0M: 
[0113] 'cfShear stress due to the tightening torque 
[0114] "USIShear stress due to the untightening torque. 

[0115] 
[0116] 

As OM-ASIFM, one has that: 
ASIResisting area 

[0117] 
it results: 

Substituting OM from equation (33) in equation (32) 

Ted-TS: 

[0118] However PM can be expressed as 

11d - p (35) 
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[0119] And (6S+6P) can be substituted by: 

ad_p_d 324,16) (36) 
d[M? _ ll 

6, 6 = A 
( + p) M), -360 

[0120] So, in equation (37) (6S+6p) will be substituted by 
equation (38). 
[0121] Therefore, PM may be rewritten as: 

Ml 
FM : 2,0,16, p 

MA dim _1]'a'pl 
[0122] Which, after performing the above ampli?cations, 
results in: 

MA (37) 
FM 20,16, p d 

MA ‘ll/v1) _ Ill 

[0123] Substituting now FM on equation (34) by PM from 
equation (37) results: 

+ 4321355446 4 MA (38) 
TE TS : - - 

d3 d2 +d3 2 20,16, P _d 

7r[ 2 1 d- [MA _ I] 
Ml 

However, (TE + TS) : TT, where: (39) 

_ MgA -r _ MgA 1i, (40) 

TT _ J _ 2-1;, 

[0124] In which J PIPolar inertial momentum 

_ d2 + d3 (41) 
S _ T 

[0125] In this way, one can rewrite equation (38) from 
equations (40) and (41): 

M 

d-[ A -1] 
4-Jp-4-d2-1455-4-M) 
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-continued 

MEA'(d2 +d3)'d2'7r' 
d2 + d3 2 2-O,l6-p 

. i .d 

[ 2 ] d-lMi‘ *ll 
“8 _ 7392-1, -d2-M;, 

[0126] Where, after simplifying one has: 

Q,855.MEA.d3. (43) 
A 

_ d ' [MA _ ll 
“G _ (is-d2 - M), 

[0127] Or as a function of MA'", MA" and MGA** 
[0128] All parameters shown on graph (3) determined With 
the aid of the friction coef?cient [16, also determined as a 
function of said parameters. It Will be therefore possible to 
determine the clamping force at the points M A, M A'" and thus 
the friction coef?cient pk can be calculated as Well as the 
torque’s coef?cient designated as K. Having these values, one 
can return to the equation (2) and calculate then the torque 
needed to reach the ?nal previously chosen clamping force. 

[0129] Graph (4) shoWs the process of the invention, con 
sisting of pretighten, untighten, retighten and ?nal tightening 
operations. 
[0130] The operations that are shoWn on graph (3) are 
therefore performed to ?nd the features of the interactions 
betWeen the threaded fasteners and jointed plates. Every 
parameter described there Will be calculated in real time and 
that information Will be used, in real time also, to get a torque 
or angle that reaches the previously chosen clamping force. 

[0131] After determining [1.6 through equation (42) or (43) 
and PM by equation (6) or by equation (37) as Well as uk by 
equation (8), nd substituting these values on equation (2) in 
Which FMF has been previously chosen, the torque M AF nec 
essary to attain FMF Will be obtained. 

[0132] Another method for calculating the ?nal torque 
M A F, needed to reach FMF, Will be by calculating the K torque 
coef?cient through parameters found in the plot of graph (3) 
With the aid of equation (6) or equation (37) and M A: 

MA (44) 
K : FM -d 

[0133] As K is constant in the Whole straight line, the K 
found on graph (3) can be used for the graph (4), therefore the 
M A F needed to reach FMF Will have the folloWing value: 

MAFIFMF-d-K (45) 

[0134] In this Way every equation and graphic information 
Will be converted to digital data in order to be used by the 
program that controls and operates the spindle machines, 
seeking mainly to monitor in real time each individual 
threaded fastener through the operations of tightening, 
untightening and retightening in order to obtain the parameter 
“torsion angle” associated to the torque and angle of displace 
ment. 
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[0135] After all these commentaries the method in question 
can be described employing the folloWing process of tighten 
ing based on FIG. 3: 
[0136] a) Initiate the tightening process using an automatic 
or manual spindle machine comprising means for real time 
simultaneous monitoring of torque and angle; 
[0137] b) Tighten the threaded fastener to reach a torque 
MA from equation (1) in order to generate the line (a); the 
torque M A Will be larger than Zero and smaller than the esti 
mated ?nal torque that Will result in the previously estab 
lished clamping force; 
[0138] c) Untighten the threaded fastener until a M A" 
torque is reached; the M A" torque Will be [M A"]<[M A']<[M A], 
its magnitude being freely chosen by the operators as long as 
M A" is bigger than Zero; during this step, the lines (b), (c), (d) 
and (f) Will be generated; 
[0139] d) Retighten the threaded fastener up to M A or any 
other torque that reaches the line (a) smaller than M A; during 
this process the lines (g) and (h) Will be generated; the torque 
M A'" Will be given by the intersection of line (a) and line (h). 
[0140] The above described sequence provides the infor 
mation that Will be used to calculate a speci?c torque M A F for 
each threaded fastener, said torque being applied in a ?nal 
step to tighten the threaded fastener in order to reach the 
clamping force With high precision on elastic Zone or, alter 
natively, an angle otF to reach the clamping force in the elastic 
or plastic Zone With high precision. 
[0141] According to the information the folloWing data Will 
be acquired through the process of the invention: 
[0142] a) Torque M A 
[0143] b) Torque Mk‘ 
[0144] c) Torque M A‘ 
[0145] d) Torque MA" 
[0146] e) Torque Mk" 
[0147] f) Torque MGA* 
[0148] g) Torque MGA** 
[0149] h) Angle 6t 
[0150] i) Angle 6t‘ 
[0151] j) Friction coef?cient [LG 
[0152] In possession of the values obtained from the rela 
tionship torque><angle during the process under consideration 
and With the aid of the mathematical treatment of data 
described in the present patent application it becomes pos 
sible to calculate either the torque M A F necessary for tight 
ening the threaded fastener in the elastic Zone or an angle otF 
for tightening in the elastic or plastic Zones With the previ 
ously chosen clamping force, With small dispersion, by 
means of the folloWing procedures given as non-limiting 
examples: 
[0153] 1“ Procedure: 
[0154] Calculating the torque M A F, to reach the previously 
established clamping force through the determination of the 
thread friction coef?cient [1.6 according to equations (42) or 
(43); 
[0155] The value of [1.6 can be found using equation number 
(43), by inserting in said equation the values of M A, M A‘, 
MGA’X‘, obtained in the curves or also by insertion of M A'" 
substituting M A, M A" substituting M A‘ and MGA** in the 
place of MGA’X‘; 
[0156] After calculating the value of [16 obtained by using 
equation (42) or (43), it Will be possible to determine the 
clamping force in the point M A or M A'" as functions of the 
values taken from the graph through the use of equation (1 9) 
or equation (20). 
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[0157] MGA* and MGA** are taken from the graph 3, d2 
being the thread pitch diameter used, enabling one to ?nd the 
value of either PM or FM‘ Whether either M A, M A‘ and MG [1* 
are used or MA'", MA", MGA** are used; 

[0158] With the values of PM or FM‘, given by equation (44) 
it Will be possible ?nd the value of the torque coe?icient K; 
and 

[0159] After ?nding the torque coe?icient, the magnitude 
of torque M A F can be determined through equation (45). 

[01 60] 
[0161] From the values of 6t, 6t‘ taken from the curves, k2 is 
calculated according to equation (26); extracting from the 
graph 3 the values of Mk‘ and Mk" and M2 from equation (24), 
Which is MGA* from equation (1 9) divided by 2, it Will be 
possible to calculate With the aid of equation (27) the value of 
Mk; 
[0162] As MkIM3 [equation (8)] and M2 is knoWn from the 
graph, being 

2'” Procedure 

MEA [equation (24)] 
—2 , 

it Will be possible by equation (28) to ?nd the value of M1 by 
the folloWing expression: 

[0163] Equation (29) alloWs one to calculate the clamping 
force FM; based on the value of PM, the torque coe?icient K is 
found by using equation (44); knoWing the torque coef?cient 
K and using the equation (45) it Will be possible to calculate 
the torque M AF necessary to reach the previously established 
clamping force. 
[0164] 
[0165] Calculating the torque M A F necessary to reach the 
desired clamping force With the help of K torque’s coe?icient 
determined by the folloWing procedure: 
[0166] From graphic number 3 the values ofMA'", MA" can 
be extracted, as they have produced the clamping force PM‘; 
the relationship betWeen the clamping force and the torque is 
expressed in equation (45) Which can be Written subtracting 
from M A'" the value of M A" obtaining the folloWing value: 

3 rd Procedure 

and 

[0167] According to the equations (12) and (11) respec 
tively, a torque value Will be obtained: 
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[0168] 
Write: 

Therefore, according to the equation (45) one can 

F in 

Then: 

MA K-d=0,32-p 
MA _MA 

0,32 K- p 

[0169] The value of K being knoWn it is possible to calcu 
late the torque M A F seen in the graph (4) necessary to reach 
the desired FMF through the equation (45). 
[0170] 4”’ Procedure 
[0171] Using the parameters obtained in the process 
de?ned on graph 3, one can make the ?nal tightening of the 
threaded fastener, either on the plastic or on the elastic Zone 
by the folloWing procedure: 
[0172] An angle otd is developed betWeen the torque values 
M A'" and M A, betWeen the points (4) and (1) inscribed in the 
straight line (a); using the procedure described in the present 
patent application the clamping force FM‘ in the point (4) of 
line (a) and the clamping force FM in the point (1) of line (a) 
can be determined. AnalyZing the graphic 3, it can concluded 
that the difference of FM—FM':AFM, generated during the 
tightening process, Which produces an angular displacement 
otd. Then it is possible to calculate an angular coe?icient by 
the folloWing relationship of variation: 

[0173] As the assembly force (clamping force) can be 
determined at any stopping point of line (a) depicted on graph 
3, it becomes possible, starting from this stop point, to add an 
angle of displacement otF in the place of an M A F to reach a 
predeterminated ?nal clamping force that can be in the elastic 
or in the plastic Zone of the threaded fastener by the folloWing 
procedure: 
[0174] FMP4clamping force at any point on the line (a) 
from graphic 3, When the process of tightening, untightening 
and retightening described in the present patent application 
and shoWn in the graph, is stopped along the line (c) at any 
point betWeen the points (4) and (1). 
[0175] Subtracting the clamping force FMP from the previ 
ously chosen FMF, results: 

AFM : FMF — FMp 

Dividing 

[0176] Where otF is the additional angle through Which the 
threaded fastener Will be tightened to reach the ?nal desired 
clamping force, the torque M A F being a consequence of this 
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force and also of the friction coe?icient and friction radius. 
This procedure Will allow tightening the threaded fastener on 
the elastic or on the plastic zone, the latter being reached if the 
clamping force previously chosen by the user reaches or 
exceeds the elastic limit of the threaded fastener. 
[0177] The previous mathematical exposition furnishes the 
base for the creation of an operational softWare; the present 
method is based on the variable “torsion angle” 6 as described 
in the operation sequence of pretightening, untightening and 
retightening performed by the spindle machine, said “torsion 
angle” 6 being extracted from parameters of torque and angle 
of displacement needed to obtain the clamping force of the 
jointed parts (fastener and plates) that Will be acting in coop 
eration during the fastening operation. Said torsion angle 6 
comprises the in?uence of several geometric features of said 
threaded elements as Well as their shearing modulus. 
[0178] The method that has been presented Will alloW to 
acquire and to monitor the parameter “torsion angle” 6 of all 
threaded elements, individually and sequentially, Without any 
failure or reading interruption in association With the torque 
and With the angle of displacement. 
[0179] Is should be stressed that the present invention is not 
restricted to the speci?c applications herein described. The 
invention can be embodied in a variety of Ways, it being 
understood that the above embodiments have a descriptive 
purpose and not that of limitation. 

1) METHOD FOR ATTAINING A PREDETERMINED 
CLAMPING FORCE IN THREADED JOINTS through the 
employment of a plurality of equations and graphs converted 
into digital data and applied to a system of intelligent moni 
toring, being part of a computer program or speci?c softWare 
dedicated to operate manual or automatic spindle machines, 
the needed parameters being measured at the axle of the 
equipment connected to the Wrench that acts over a threaded 
fastener, such as a bolt, nuts or equivalent element during the 
fastening operation, characterized in that the acquisition of 
the data for calculation and utilization the variable “torsion 
angle” 6, 6t and 6t‘ occurs during the operation of pretighten 
ing untightening and retightening performed by the spindle, 
said “torsion angle” 6, 6t and 6t‘ being extracted from param 
eters of torque and displacement necessary to obtain the 
clamping force of the jointed parts (plates and fastener) that 
are acting cooperatively during the tightening operation, said 
torsion angle 6, 6t and 6t‘ taking into consideration many 
geometrical features of the threaded elements as Well as their 
shearing modulus. 

2) METHOD, as claimed in claim 1, characterized in that it 
measures the magnitudes of the individual torque forces 
expressed by equation (2), through the torsion angle, the latter 
being used to measure the clamping force and the thread 
friction coe?icient, the resulting magnitudes found in said 
measurements determining the torque and angle of displace 
ment necessary used in the ?nal tightening operation. 

3) METHOD, as claimed in claims 1 or 2, characterized in 
that the torsion angle 6 is the sum of the result of the torsion 
produced in the elements to Which the momentum M A is 
applied, plus the torsion angle resulting from application of 
the torque from equation (2) 

on the joined parts plates and on the Wrench axle. 
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4) METHOD, as claimed in any one of the preceding 
claims, characterized in that the parameters obtained deter 
mine the torque and the angle of displacement necessary for 
a ?nal operation of tightening Within of the elastic zone to 
attain the previously chosen clamping force. 

5) METHOD, as claimed in any one of the preceding 
claims characterized in that the torsion angle 6 added to the 
equation (1) is the torsion angle generated by the torsion of 
the threaded fastener by a torsion momentum of magnitude 
MG AIF M (0, l 6~p+d2- [1G-0,58)4equation (4)iWhere the 
torsion angle 6 is the result of torsions resulting from the 
elements to Which the momentum M A is applied, plus the 
torsion angle resulting from the application of the torque of 
equation (2) on the joined parts plates and in the Wrench axle. 

6) METHOD, as claimed in claims 1, 3 or 4, characterized 
in that the magnitudes of individual torque found through 
equation (2), using the torsion angle and also With the aid of 
the torsion angle to measure the clamp load and the friction 
coe?icient on the thread; the magnitudes found on these 
measurements being the parameters that determine the torque 
and the angle of displacement necessary for a ?nal operation 
of tightening that reaches the previously chosen claming 
force Within the elastic zone. 

7) METHOD, as claimed in any one of the previous claims, 
characterized in that after reaching the torque limit M A at 
Which the pretightening operation stopsisaid torque limit 
comprising a plurality of intermediate partial torque values 
M1, M2, M3ia controlled untightening operation is per 
formed in Which the previously obtained clamping force does 
not disappear completely, the threaded element being retight 
ened again, reaching neW torque limit points according to 
equation (2) reWritten by equation (5) as 

the several right-hand terms being designated as folloWs: 

(3) 

the above torsion limit being then expressed as the sum of 
the partial torsion values M A:Ml+M2+M3 (9). 

8) METHOD, as claimed in claim 6, characterized in that 
the clamping force at Which the untightening operation 
begins is given by the expression 

said untightening operation diminishing the clamping 
force until a neW stopping point is reached in Which FM 
is smaller than the maximum reached but larger than 
zero, the torque at this point being 
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(11) 
2 J 

the threaded fastener being tightened again With a torque 
value expressed as 

9) METHOD as claimed in any of the preceding claims, 
characterized in that the angles 6t and 6t‘, are proportional, 
their slopes being substantially equal, the angular coef?cient 
for the straight lines being de?ned by 

[equation (15)] 

and calling 

A M)‘ M); [equation (16)] 
l _ 0r _ 0r‘ _ 

or making 

0! [equation (17)] 
A2 = _ 

it can be said that 

FM [equation (18)] 
— = A2. 

F 114 

10) METHOD as claimed in any of the preceding claims, 
characterized in that the portion of the St angle generated by 
the fastener results from the application of a torque value 
de?ned by the folloWing equation: MGA’F:2~FM~d2~uG~0,58 
(19) 

11) METHOD as claimed in any of the preceding claims 
characterized in that the calculation of the friction coef?cient 
on the thread (HG) and the clamping force load are calculated 
by the analysis of the torsion angles 6t, 6t‘. 

12) METHOD as claimed in any of the preceding claims 
characterized in that all parameters shoWn on graph (3), deter 
mined With the help of the friction coef?cient [16, also deter 
mined in function of said parameters, are used to calculate the 
friction coef?cient [1K and also the torque coef?cient desig 
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nated as k, the calculated coef?cients being inserted in equa 
tion (2), alloWing the calculation of the torque needed to reach 
a previously chosen ?nal clamping force. 

13) METHOD as claimed in any of the previous claims, 
characterized in that the thread friction coef?cient [1G deter 
mined through equations (42) and (43) and the FM determined 
through equation (6) or equation (37) and by the coef?cient 
[1K on equation (8) the coef?cient on equation (2) by the EMF 
previously chosen in order to obtain the torque M A F necessary 
to reach EMF. 

14) METHOD as claimed in any of the preceding claims 
characterized in that the method alloWs the acquisition and 
monitoring of the parameter “angle of torsion 6” of all 
threaded elements individually and sequentially, Without any 
failure or interruption of the readings, as associated to the 
torque and to the angle of displacement. 

15) METHOD as claimed in any of the preceding claims 
characterized in that the parameter angle of torsion 6 takes 
into account the various geometric features of said threaded 
elements as Well as their shear modulus. 

16) METHOD as claimed in any of the preceding claims 
characterized in that the method comprises the folloWing 
steps, based on ?gure (3): 

a) Initiate the tightening process using an automatic or 
manual spindle machine comprising means for real time 
simultaneous monitoring of torque and angle; 

b) Tighten the threaded fastener to reach a torque M A from 
equation (1) in order to generate the line (a); the torque 
M A Will be larger than zero and smaller than the esti 
mated ?nal torque that Will result in the previously estab 
lished clamping force; 

c) Untighten the threaded fastener until a M A" torque is 
reached; the MA" torque Will be [MA"]<[MA']<[MA], its 
magnitude being freely chosen by the operators as long 
as M A" is bigger than zero; during this step, the lines (b), 
(c), (d) and (f) Will be generated; 

d) Retighten the threaded fastener up to M A or any other 
torque that reaches the line (a) smaller than M A; during 
this process the lines (g) and (h) Will be generated; the 
torque M A'" Will be given by the intersection of line (a) 
and line (h). 

17) METHOD as claimed in any of the preceding claims, 
characterized in that the data acquired through the process of 
the invention comprises (a) the torque M A; (b) the torque Mk‘; 
(c) the torque M A‘; (d) the torque M A"; (e) the torque Mk"; (f) 
the torque MGA’X‘; (g) the torque MGA**; (h) the angle 6t; (i) 
the angle 6t‘; (j) the friction coef?cient (LG. 

18) METHOD, as claimed in any of the preceding claims 
characterized in that the torque M AF obtained for each 
threaded fastenerWill be applied on ?nal tightening operation 
in order to reach a clamping force With high accuracy When on 
the elastic zone or in that an angle otF Will be obtained and 
applied to each threaded fastener in order to reach the clamp 
ing force With high accuracy, either on the plastic or in the 
elastic zone. 


